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PM-15BZ PCT

TOUCH MONITOR
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The PM-15 BZ PCT monitor offers the future leading touch technology “Projected Capacitive Touch” and has
an impressive resolution of 1024 x 768. With its bezel free, slim dimensions and elegant design it completes
perfectly in the 15” POS monitor range of Partner Tech.

Its ,,On Screen Display” (OSD) simplifies working processes and also contributes to its ease of use. Optional
integrated loudspeakers make this monitor ideal for multimedia applications as well.

The adjustable monitor of the PM-15BZ PCT can be perfectly adjusted for an ideal angle of view,
making it extremely practical. By removing the stand, the VESA mount allows flexible integration into
checkout solutions.

OPTIONAL

SPECIAL FEATURES

Bezel free TFT monitor
. . . 3-track MSR reader, IC-card reader
Projected Capacitive Touch (Multi Touch) RFID reader,FingerPrint sensor, i-Button,

Resolution 1024 x 768 Dallas key
Adjustable monitor Customer displays:
On screen display (OSD) function Integrated 2 x 20 character VFD or Integrated 7

CD-70 LCD display
Wallmount & VESA (75/100)mount available 2 integrated loudspeaker

Integrated Multi-Reader:

PM-15BZ PCT



TECHNICAL DATA

Item

LCD Display
Resolution
Touch Screen
Contrast Ratio
Brightness
Display Format
Display Color

OSD (On Screen
Display)

170 Port
Speaker
Power Supply
Material
Dimension
Environment

Classification
Mounting
Options

: B .

Bezel free monitor

integrated 2-line 20 char. VFD display or integrated 7’ CD-70 LCD display, 2 speakers,
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PM-15BZ PCT

PM-15BZ PCT
15”active color TFT-LCD
XGA 1024 x 768
Projected Capacitive Touch, USB interface
800:1
350cd/m?
4:3
262K
Power ON/OFF, left, right, up, down

Ix D-Subl5 VGA, Ix USB (Touch), 1x Audio in (option )
1X Audio in (option)
AC100~240V/DC +12V, 3A, 36W power adaptor
Front (Bezel free) and back cover plastic

360mm (W) x 254mm (D) x 392mm (H), display tilt 30°

Operation: Storage:
Temperature: 0°C-40°C -10°C - 60°C
Humidity: 15% ~ 85% 15% ~ 85%

CE, FCC, BSMI, CCC, VCCI, LVD
VESA 75 x 75, 100 x 100
3-track MSR or integrated Multireader for: IC card reader, RFID reader,
FingerPrint sensor, |-Button, Dallas Key,

various stand/mount options

*Specification is subject to change without prior notice

PM-15BZ PCT with CD- 70
customer display

Adjustable monitor
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TAIWAN  E-mail:sales@partner.com.tw CHINA E-mail:sales@partnertech.com.cn
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